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Copper Bimetals and Their 
Nanocomposites
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Abstract
This chapter deals with the study of the electrolysis synthesis of copper matrix 
nanocomposites developed for the fabrication of nanoparticulate Cu-bimetals. In 
this chapter, we describe the successful synthesis of Cu matrix nanocomposites by 
the electro-deoxidation method. We think that this approach will make it possible 
to realistically integrate a series of copper-bimetals. This study makes a significant 
contribution to the literature because this method opens novel opportunity to the 
design of nanocomposite materials. Particularly, this opens up prospects for design-
ing the new materials from immiscible metallic elements, which is the main topic in 
designing of alloys as well as materials science progression.
Keywords: copper bimetals, immiscible metals, nanocomposites, nanoalloys, 
electrosynthesis
1. Introduction
Copper is widely used for electronic and thermal devices due to its excellent 
electrical and thermal conductivity, as well as corrosion resistance and ease of 
fabrication [1]. Its application is limited due to poor mechanical properties and 
high coefficient of thermal expansion [2, 3]. Along with rapidly growing tech-
nologies, demand for new materials which could meet the technological needs 
quickly increases. Therefore, scientists are looking for materials that are able 
to meet the new demands presented by operating conditions in the high-tech 
applications [4–7].
Some of optimal properties are the high strength-to-weight ratio, high conduc-
tivity, and thermal stability. Traditional commercial Cu alloys can achieve these 
functions but show limitations which include lower specific strength and high 
density which impact negatively on structural applications. The Cu bimetals are 
the foundation of high-strength materials without any compromise in electrical 
conductivity. They are becoming a research focus on how to extend the solubility 
of immiscible metallic elements in copper which will increase the strength and 
without losing conductivity.
The solubility of elements in bulk phases commonly limited to equilibrium states, 
which is defined as an element might dissolve in the structure of the metal. Since the 
optimum performance in multiphase materials cannot be gained, the development 
of synthesis methods is inevitable for improvements of the solid solubility [8–12]. 
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Recent progress in nanoscience has led to the great breakthroughs in the material 
fields and broad foundation in nanomaterials and processing technologies [13–17].
The synthesis and upscaling nanomaterials to bulk products fulfilled through 
direct manipulation of atoms and molecules with using of new approaches and 
precise assembling which leads to the emergence of novel multi-component nano-
structures. The capabilities of nanotechnology open up exciting new prospects for 
the design of monolithic materials from immiscible elements which have a positive 
enthalpy of formation [18–22].
2. Aspect of thermodynamics
As a thermodynamic principle, all binary systems are divided into two groups: 
those with positive heat and those with a negative heat of formation. The negative 
enthalpy of formation symbolizes a mutual solubility of elements [23]. The same 
applies to the intermetallic compounds. If one or more intermetallic compounds 
occur in the phase diagram, or if there is a significant solid solubility between 
the given elements, an enthalpy of negative detection is expected. If none of the 
conditions are satisfied, it is expected to be positive enthalpy [24]. Figure 1 shows 
collections of immiscible binary systems which have a positive enthalpy of forma-
tion. Based on the Hume-Rothery rules [26], synthesis of the homogeneous bulk 
alloys from immiscible metals infeasible and increase one of the elements leads to 
the formation of a new phase.
Cu bimetals are the most important immiscible binary systems used in mag-
netic, mechanical, thermal, and energy systems. The strength of copper increased 
by adding nonsoluble elements at the expense of electrical conductivity. This can 
be mitigated by choosing the alloying elements with little or no solubility in copper 
Figure 1. 
Enthalpy matrix. Calculated enthalpies of formation of the lowest-energy structures of binary compounds 
relative to phase separation into pure elements. The numbers in bold blue font have been calculated with 
respect to the solid solution (with the permission of Troparevsky, M. C. [25]).
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at thermodynamic equilibrium state which will increase the strength without any 
reduction in electrical conductivity. Niobium (Nb) and molybdenum (Mo) with 
bcc crystal structure are elements which satisfy the above criteria. The Cu-Nb and 
Cu-Mo bimetals are an advanced class of materials offering superior performance 
and defined by a unique structure, precisely engineered to overcome the limitations 
of bulk materials.
Thermodynamic data for reliable predictions of liquidus, phase fraction, and 
equilibrium and non-equilibrium solidifications behavior is required, because it is 
difficult to obtain these information from enthalpy of formation. The equilibrium 
phase diagrams of Cu-Mo and Cu-Nb are shown in Figure 2.
The Cu-Mo system has a very limited terminal solid solutions and the eutectic 
reaction Cu(L) + Mo(L) at 1083.4°C and the monotectic reaction 2515°C [27].
In the Cu-Nb system, Nb is soluble into the structure of Cu less than 0.1% 
at room temperature and up to 0.98% at 1095°C. The Cu dissolution in the Nb 
structure is about 0.1% and up to 0.975% at 1675°C. In this system, there is also a 
tendency for clustering in a liquid state due to the transformation of the peritectic 
reaction with 0.87% of Nb at 1095°C [28].
The Cu-Nb and some binary systems of Nb were studied by Ablitzer [29]. He 
showed that the diffusion rate of Cu-Nb was greater than Nb/Nb. These studies 
showed no interdiffusion of Cu-Nb or partial diffusion in Cu-Nb pair at 1000° C 
for 14 days. These results show that iron, cobalt, and nickel diffuse abnormally 
fast in niobium, whereas the latter displays no curvature (on an Arrhenius 
plot) in self-diffusion (Eq. (1)). Analysis of all available data for impurity 
diffusion in niobium shows that the solidus rule proposed by Roux and Vignes 
is completely quantitative as regards both activation energies and diffusion 
coefficients [30]:
 D Nb/Nb =  ( 0.81 ± (0.57 0.30 ) e − ( 
94900±1400 _
RT
 )  
 D Cu/Nb =  ( 0.00 ± 0.00 0.00 ) e 
− ( 000000±0000  ____________RT )  
 D Fe/Nb =  ( 0.14 ± (0.08 0.05 ) e − ( 
70300±1400 _
RT
 )  
 D Co/Nb =  ( 0.11 ± 0.05 0.04 ) e 
− ( 65600±1200 _RT )  
 D Ni/Nb =  ( 0.077 ± 0.02 0.016 ) e 
− ( 63100±800 _RT )  
(1)
Figure 2. 
The equilibrium phase diagrams of (a) Cu-Mo and (b) Cu-Nb [27, 28].
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3. Fabrication techniques
Copper bimetals consist of immiscible metals with notably different melting 
points and are attractive due to the unique combination of their mechanical, electri-
cal, and physical properties. It has been shown that the non-equilibrium super-
saturated solid solutions can be achieved in Cu-based binary system by mechanical 
alloying (MA) [31, 32] rapid solidification [33, 34], and thin-film deposition [35, 36]. 
The fabrication of Cu-based binary system such as Cu-(Nb, Cr, W, Fe, etc.) has been 
reported by mechanical alloying. Despite the positive heat of mixing the alloy con-
stituents, the complete dissolution of the minority phases into the copper fcc lattice 
was observed for each specimen after 16 hours of MA.
Apart from the importance of Cu-Nb system due to the outstanding properties 
and applications in various fields, a major restriction of this system is the immis-
cibility of elements in each other. Therefore, Cu and Nb do not form any alloys 
by conventional bulk processing techniques. These issues have been addressed in 
researches related to the synthesis of Cu-Nb composites. Dupouy et al. [37] have 
presented a method for production of nanocomposites from these materials. In this 
method, Nb rod was placed in the Cu tube, and the nanostructured composite was 
produced by drawing. Extended results of investigations into these materials are 
contained in the studies carried out by Funkenbusch et al. [38] as well as Hangen 
and Raabe [39]. However, it has been shown that non-equilibrium supersaturated 
solid solutions can be achieved in Cu-Nb system by mechanical alloying, rapid 
solidification, thin-film deposition, and accumulative roll bonding.
4. Microstructure and properties
The multidisciplinary properties of Cu-Nb materials require a coordinated, 
collaborative, and focused approach in addressing the immiscibility challenge. 
The mutual solubility of Nb and Cu is negligible, less than 0.1% for Nb in Cu 
lattice and 0.9% for Cu in Nb lattice near room temperature. Whereas, there are 
great prospects for application and their superb roles, which have ultimate tensile 
strength over 750 MPa, and electrical conductivity of 65% IACS and resistivity of 
1.7241 μΩ cm [40–45].
Zeik used rapid solidification technique and showed high volume fraction of 
Nb-Cu multiphase which is distributed within a Cu-rich matrix containing Nb-rich 
dendrites [46]. Gluchowski used pure Cu as matrix, and fine particles of second 
phase with dimensions at the level of 100 nm has been observed on the borders of 
matrix grains [47]. Being a non-equilibrium method, film formation by sputter-
ing deposition could result in improvement of the solid solubility, intense changes 
within the defect density, the formation of metastable phases (pseudo-alloys), and 
changes within the microstructure of alloy films. Research studies have documented 
the wide variety of copper-niobium nanocomposites, exhibiting the enhanced 
properties such as thermal stability, mechanical strength, superconductivity, and 
irradiation resistance (Figure 3) [48–53].
The fabrication of pseudo-alloys by nanoparticles has been reported for different 
Cu-based binary systems such as Cu-(Nb, Cr, Fe, W, Ru, etc.). One way to strengthen 
copper is to add immiscible metallic elements such as chromium and niobium 
elements to form supersaturated solid solution [31, 47], which is subsequently heat-
treated to form high-strength copper alloy with fine dispersed metallic particles.
Excellent mechanical properties and good electrical conductivity are outstanding 
features of copper-niobium compounds. Other important features of copper-nio-
bium compounds are superconductivity and its use in superconductor wires [49–54].
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Cu-Nb nanocomposites have been produced with severe plastic deformation 
(SPD) process. The Cu-Nb composition plays a significant role in the mechanical 
properties of these materials. The copper-niobium interface has been studied with 
high-resolution transmission electron microscopy (HRTEM). Although copper and 
niobium have poor mechanical bonds prior to the process, they are produced with 
strong bonds after plastic deformation. In Figure 4 the regular interface {111} Cu//
{110} Nb is shown with a thickness of 2 nm along the wire axis [52].
Figure 3. 
The microstructure of copper-niobium coarse-grained particles is copper-rich and niobium-rich compounds 
dispersed in amorphous phase [46].
Figure 4. 
HRTEM image shows the Cu-Nb interface. It is observed that a regular interface of {111} Cu//{110} Nb is 
formed along the wire axis with thickness of 2 nm [52].
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Figure 6. 
The stress-strain diagram of Cu-Nb composite which is true in different circumstances [56].
Mara and co-workers investigated nanoparticle nanocomposites of Cu-Nb 
with thicknesses of 5 and 40 nm with magnetic sputtering techniques [54]. They 
observed the growth of layers was consistent with the planes of {111} Cu//{110} Nb 
and with the constant control of uniform growth of the nano-layers.
The experiments are given by three-dimensional Cu-Nb nanocomposites in which 
nano-sized drops of niobium are immersed into a copper matrix. The structure consists 
of coarse phase of copper and niobium-rich compounds, which are scattered through-
out the amorphous phase. Degtyarenko showed such systems being superconducting 
even at Nb content lower than a percolation threshold, but its properties in comparison 
with the granular one fabricated at slow melt cooling have a distinction in kind [55].
The transport properties in this system are strongly affected by the size and 
proximity effects but free from a complicating anisotropy factor. In comparison 
with it, Degtyarenko et al. evaluated the Cu-Nb composites with a micron-scale 
structure. Samples of the first type represent the tapes prepared at extremely 
fast cooling of Cu-Nb melt. The niobium drops and spacing between them have a 
measure of about 10 nm, and the drops are immersed into the Cu matrix with low 
content (~1 at%) of Nb. The system is similar to a granular superconductor, but its 
structural sizes are less than coherence lengths of the materials forming it.
The copper-rich or niobium-rich phases exhibit a positive resistance coefficient 
(TCR). In the Cu-90Nb composition, the first transition temperature is supercon-
ducting (TC~4.5 K). The amorphous film exhibits high room temperature resis-
tance as well as negative TCR, and the transfer of superconductivity is dependent 
on the amorphous phase composition (Figure 5) [55].
Figure 5. 
The temperature dependence of the resistivity in the vicinity of the superconducting transition of the slow cooled 
(a) and quenched (b) samples [55].
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Beyond the ability of conductance, superconductivity, and thermal stabil-
ity, Cu-Nb nanocomposites also enable extraordinary and unusual mechanical 
properties after exposure to radiation [56]. The effect of radiation on mechanical 
properties of Cu-Nb thin-film nanocomposites was investigated by Li et al. [56]. 
To perform these tests, a pressure on the specimens was performed by designing 
micrometer diameter specimens. He described the effects of radiation on compres-
sive strength and a slight reduction of the plastic strain, while a failure phenomenon 
was observed at the applied maximum strain (Figure 6).
5. New approaches
Early success in manufacturing Cu-Nb bimetals at scale have come as three-
dimensional nanocomposites. At this scale, Shokrvash et al. [57] lined the Cu-Nb 
bulk nanostructure with a metal oxide precursor (Nb2O5) and Cu. These studies 
describe the successful synthesis of Cu-Nb nanocomposites by the electro-deoxida-
tion method. Structural analysis of the obtained products reveals rapid reduction of 
Nb2O5 to Nb and the embedment of Cu and Nb within the bulk nanostructures of 
Nb and Cu, respectively. The authors have elaborately discussed the electrochemical 
route to process Cu-Nb composites. The solubility of Cu in Nb could be enhanced 
through this technique. They have adopted different characterization techniques to 
show the solubility, structure, and morphology of Cu-Nb composites synthesized 
by the electrochemical route. The oxygen-free nanostructured materials could 
be processed using this technique. This investigation deals with the study of the 
electrolysis synthesis of Cu-Nb nanocomposites, and developed to fabrication of 
nanoparticulate bulk materials with equilibrium processes to delivering improved 
electrical conductance (Figures 7 and 8) [58].
It has been proven in the Cu-Nb system that the immiscibility can be overcome 
and direct alloying can be realized between the constituent elements by a local elec-
tric field between the boundaries of nanoparticles [58]. The mechanical properties 
of as-synthesized materials have been investigated by nanoindentation testing. The 
indentation hardness and modulus have been measured using a maximum load of 
10 mN with a loading rate of 20 mN/minute and holding and unloading rate 20 mN/
minute. The acquisition of data from five tests presented the ultimate strength for 
Cu-14%Nb and Cu-22%Nb nanocomposites ranging 4.42–4.82 GPa [59].
In these research, thermodynamic and kinetic model has been established for direct 
alloying between Cu and Nb, based on electromigration theory. Particularly, this opens 
up prospects for designing the new materials from immiscible metallic elements, which 
is the main topic in designing alloys as well as materials science progression.
Figure 7. 
FESEM image of Cu-22%Nb representing the composite structure (images by secondary electron mode) (with 
the permission of Shokrvash [57]).
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Figure 8. 
The dark field TEM image of Cu-22%Nb nanocomposite (with the permission of Shokrvash [57]).
© 2020 The Author(s). Licensee IntechOpen. This chapter is distributed under the terms 
of the Creative Commons Attribution License (http://creativecommons.org/licenses/
by/3.0), which permits unrestricted use, distribution, and reproduction in any medium, 
provided the original work is properly cited. 
9Copper Bimetals and Their Nanocomposites
DOI: http://dx.doi.org/10.5772/intechopen.87930
References
[1] Davis JR. Copper and Copper Alloys. 
ASM International; 2001. pp. 153-163. 
ISBN-13: 978-0871707260
[2] Konrad JA. Kundig, copper and 
copper alloys, chapter 5. In: Handbook 
of Materials Selection. John Wiley & 
Sons, Inc.; 2002. ISBN: 9780471359241
[3] Konečná R, Fintová S. Copper and 
Copper Alloys: Casting, Classification 
and Characteristic Microstructures. 
Intech Open; 2012. DOI: 10.5772/39014
[4] Koch CC. In: Cahn RW, Haasen P, 
Kramer EJ, editors. Materials Science 
and Technology. Weinheim: VCH; 1991
[5] Oehring MY, Klassen T, Bormann R. 
Competition between stable and 
metastable phases during mechanical 
alloying and ball milling. Physica Status 
Solidi. 1992;131:671
[6] Johnson WL. Thermodynamic 
and kinetic aspects of the crystal 
to glass transformation in metallic 
materials. Progress in Materials Science. 
1986;30:81-134
[7] Ma E. High enthropy alloys. Progress 
in Materials Science. 2005;50:413
[8] Eugene V. In: Dirote, editor. Trends 
in Nanotechnology Research. Nova 
Science Publishers, Inc; 2004. ISBN 
1-59454-091-8
[9] Gogotsi Y. Nanomaterials Handbook. 
CRC Press, Taylor & Francis Group; 
2006. Chapter 1
[10] Olson GB. Science. 2002;88(5468): 
933-998
[11] Aricò AS, Bruce P, Scrosati B, 
Tarascon JM, Schalkwijk W. Nature 
Materials. 2005;4:366-377
[12] Maynard A, Bowman D, Hodge G.  
Nature Materials. 2011;10:554-557
[13] Nie Z, Petukhova A, Kumacheva E.  
Nature Nanotechnology. 2010;5:15-25
[14] Lee I, Hana SW, Kim K. Chemical 
Communications. 2001:1782-1783
[15] Lavine M. Science. 2006;312(5780): 
1575b-1575b
[16] Amendola V et al. Nanoalloys. 
Nanoscale. 2013;5:5611-5619
[17] Jakobi J et al. Stoichiometry of alloy 
nanoparticles from laser ablation of 
PtIr in acetone and their electrophoretic 
deposition on PtIr, electrodes. 
Nanotechnology. 2011;22:145601
[18] Gordon E, Karabulin A, 
Matyushenko V, Sizov V, Khodos I.  
Physical Chemistry Chemical Physics. 
2014;16:25229-25233
[19] Guisbiers G et al. Nano Letters. 
2014;14(11):6718-6726
[20] Lin Q , Corbett DJ. Journal of 
the American Chemical Society. 
2007;129(21):6789-6797
[21] Herlach DM. Phase Transformations 
in Multicomponent Melts. WILEY-VCH 
Verlag GmbH & Co. KGaA; 2008. 
pp. 97-105
[22] Huang B et al. Journal of 
the American Chemical Society. 
2017;139(13):4643-4646
[23] Manenc J. Structural Thermo-
dynamics of Alloys. Springer; 1973. 
pp. 24-36. ISBN: 978-94-010-2605-5
[24] Lee HJ. Thermodynamics of pure 
metals and alloys, Chapter 2. Caltech 
Thesis; 2003
[25] Troparevsky MC et al. Physical 
Review X. 2015;5:011041
[26] Hume-Rothery W. Atomic Theory 
for Students of Metallurgy. London: The 
Institute of Metals; 1969
Nanorods and Nanocomposites
10
[27] Predel B. Landolt-Börnstein—
Group IV Physical Chemistry. Vol. 
12B. Berlin, Heidelberg: Springer; 2012. 
pp. 253-253. Chapter 186
[28] Okamoto H. Journal of Phase 
Equilibria. 1991;12:614
[29] Ablitzer D. Philosophical Magazine 
A. May 1977
[30] Roux F, Vignes A. Physical Review 
Applied. 1970;5:393
[31] Botcharova E, Freudenberger 
J, Schultz L. Journal of Alloys and 
Compounds. 2004;365:157-163
[32] Botcharova E, Freudenberger J,  
Gaganov A, Khlopkov K, Schultz L.  
Materials Science and Engineering A. 
2006;416:261-268
[33] David EL, Gary MM. NASA 
Contractor Report 185144. Lewis 
Research Center Under Grant NGT-
50087; 1989
[34] Munitz A, Bamberger M, Venkert A, 
Landau P, Abbaschian R. Journal of 
Materials Science. 2009;44:64-73
[35] Demkowicz MJ, Hoagland RG, 
Hirth JP. Physical Review Letters. 
2008;100:136102
[36] Zhu XY, Luo JT, Zeng F, Pan F. Thin 
Solid Films. 2011;520:818-823
[37] Dupouy F et al. Scripta Materialia. 
1996;34:1067-1073
[38] Funkenbusch PD. Metallurgical 
and Materials Transactions. 
1987;18A:1249-1256
[39] Hangen U, Raabe D. Acta 
Metallurgica. 1995;43:4075-4082
[40] Seeger A, Schottky G. Acta 
Metallurgica. 1959;7, 495
[41] Verhoeven JD, Downing HL, 
Chumbley LS, Gibson ED. Journal of 
Applied Physics. 1989;65:1293
[42] Spitzig WA, Downing HL, Laabs 
FC, Gibson ED, Verhoeven JD. Materials 
Metallurgical Transactions A. 
1993;24:7-14
[43] Heringhaus F, Raabe D, Gottstein G.  
Acta Metallurgica et Materialia. 
1995;43:1467-1476
[44] Freudenberger J, Botcharova E, 
Schultz L. Journal of Materials Science. 
2004;39:5343-5345
[45] Sandim MJR et al. Superconductor 
Science and Technology. 
2006;19:1233-1239
[46] Zeik KL, Koss DA, Anderson IE, 
Howell PR. Metallurgical Transactions 
A. 1992;23:2159-2167
[47] Sheibani S, Heshmati-Manesh S,  
Ataie A. Journal of Alloys and 
Compounds. 1994;495(59)
[48] Głuchowski W, Stobrawa JP, 
Rdzawski ZM, Marszowski K. Journal 
of Achievements in Materials and 
Manufacturing Engineering. 2011;46
[49] Mahalingam T, Lin CH, Wang 
LT, Chu JP. Materials Chemistry and 
Physics. 2006;100:490-495
[50] Vidal V, Thilly L, Petegem SV, Stuhr 
U, Lecouturier F, Renault PO, et al. 
Scripta Materialia. 2009;60:171-174
[51] Lei RS, Pu WM, Ming-xing G,  
Li Z, Qi-yi D. Transactions of 
Nonferrous Metals Society of China. 
2009;19:272-276
[52] Demkowicz MJ, Thilly L. Acta 
Materialia. 2011;59:7744-7756
[53] Deng L, Ke H, Hartwigc KT, 
Siegrist TM, Dong L, Sun Z, et al. 
Journal of Alloys and Compounds. 
2014;602:331-338
[54] Mara NA, Sergueeva A, Tamayo T, 
Zhang X, Misra A, Mukherjee A. JOM. 
2004;56:141
11
Copper Bimetals and Their Nanocomposites
DOI: http://dx.doi.org/10.5772/intechopen.87930
[55] Degtyarenko PN et al. Journal 
of Physics: Conference Series. 
2008;97:012024
[56] Li D, Robinson M, Rathz T, Wiliams 
G. Acta Materailia. 1998;42:2849-2822
[57] Shokrvash H, Yazdani Rad R, 
Massoudi A. Metallurgical and Materials 
Transactions A. 2018;49(4):1355-1362
[58] Shokrvash H, Yazdani Rad R, 
Massoudi A. Advanced Ceramics 
Progress. 2018;4(1):32-39
[59] Shokrvash H, Yazdani Rad R, 
Massoudi A. Paper entitled High 
performance Cu-Nb nanocomposites 
synthesized by electrolysis approach. In: 
Advanced Engineering Materials; 2019
